NOTE(S):
1. INSTALL AND TEST PER "MW ADAPTER & CONNECTOR ASSY PROCEDURE", TM99-0008-00.
2. VSWR, MAX. 1.18:1 @ 26.5GHz
   1.20:1 @ 40GHz

REV. DESCRIPTION DATE BY
- INITIAL RELEASE 07/31/2019 TDR

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 TM45-000041-00 SPACER ADAPTERS 1
2 TM45-000020-00 CENTER CONDUCTOR ADAPTERS 1
3 TM45-000080-00 PASSIVATED THREADED COUPLING 1
4 TM45-000040-00 SPACER FOR INSULATOR 2
5 TM45-000030-00 INSULATOR 2
6 TM45-09M020-00 CENTER CONDUCTOR 2.92mm MALE 1
7 TM45-09M010-00 PASSIVATED BODY 2.92mm MALE 1
8 TM45-000070-00 NUT 3.5mm, 2.92mm MALE 1
9 TM45-09F020-00 CENTER CONDUCTOR 2.92mm FEMALE 1
10 TM45-09F010-00 PASSIVATED BODY, 2.92mm FEMALE 1
11 TM45-000020-00 CENTER CONDUCTOR ADAPTERS 1

APPLICABLE CARLISLE IT DOCUMENTS

TOLERANCES AND NOTES EXCEPT AS NOTED:
DIMENSIONS ARE INCHES.
ANGULAR 1° FRACTION ± 1/32
MACHINED DIAMETERS CONCENTRIC
MACHINED FILLETS MAX.
MACHINED SURFACES SQUARE TO RESPECTIVE AXIS WITHIN .005 INCHES PER INCH.
VSWR, MAX. 1.18:1 @ 26.5GHz
   1.20:1 @ 40GHz

INSTALL AND TEST PER "MW ADAPTER & CONNECTOR ASSY PROCEDURE", TM99-0008-00.

NOTE(S):
1. INSTALL AND TEST PER "MW ADAPTER & CONNECTOR ASSY PROCEDURE", TM99-0008-00.
2. VSWR, MAX. 1.18:1 @ 26.5GHz
   1.20:1 @ 40GHz

VSWR, MAX. 1.18:1 @ 26.5GHz
   1.20:1 @ 40GHz